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built for the man and his job 


EXTRA-DEEP THROAT 
More work-holding HEAVY-DUTY JAW FACES 
capacity, depth Hardened steel working 
Sven ee Jaws to take larger faces have deep-cut 
IMPR D PIPE JA workpieces. serrations for a 
Haidened steel provides firm, non-slip grip. EXTRA-LARGE ANVIL 
a stronger, harder Replaceable. Greater working 
and more lasting surface — fully sup- 
bite. Takes abuse. ported by solid 
design of the entire 
vise for hard duty. 


SEMI-STEEL MAIN 
CASTING 


Tough, extra-heavy 
massive design. Built 
to take hard use and 
keep all parts 

in close alignment. 


REPLACEABLE 


SPINDLE 

AND HANDLE 360° SWIVEL BASE 
Spindle and thrust Serrated to hold 
collar held by 


threaded fasteners. position securely. 


BOX FRAME STEEL 
CHANNEL 


Extra-rugged backbone 
provides maximum 


strength — 6” size spindle draws in 
uses reinforced a straight line. 
extruded steel. Threads can’t 


wear out. 


740 SERIES MECHANICS’ VISES 


WILTON UNBREAKABLE 
NUT DESIGN 

Vise nut pulls on 

entire vise body, 


BUILT-IN OVERLOAD 
PROTECTION 


Wilton handle has 
torque tolerance below 
other vise parts to 
protect the entire 
vise against overloading. 


Solid, extra rugged design straight through, plus special 


SPECIFICATIONS 
operating advantages, make this vise ideal for the _ 
Catalog Jaw Max. Pipe Depth of Shipping 
service shop. 4-and 5-inch models have a square box channel for No. Width Opening Capacity Throat Wt. 
brute strength and smooth operation. 6-inch model has Las - — a2 Se 33 Ibs. 
745 5 5A" hh" —2h%" 3-3/4" 45 Ibs. 
extruded “U” channel reinforced at points of stress. Back jaw 746 6" 5%" — 3%" 4-1/8" 59 Ibs. 


is heavy, massive to take overload stresses. Straight 
line spindle provides more holding power with less wear. 


Pipe jaws are hardened steel, keep their “‘bite’’ longer. 


Double lock-downs. S&S 


IMPROVED PIPE JAWS 


Hardened steel provides SERRATED JAW FACES 


a stronger, harder and 
more lasting bite. Larger, deeper cut to 


Takes abuse. assure a secure, 
non-slip grip. MASSIVE ANVIL 
Extra-large with 
DEEP THROAT 11 sq. inches of 


working surface fully 
supported by the 
heavy vise body. 


Handles larger work- 
pieces, provides 
extra versatility. 


SEALED CONSTRUCTION 


All moving parts are 
totally enclosed to 
lock in lubrication, 
seal out abrasive dust, 
chips and moisture 
for a lifetime. 


RUGGED, MALLEABLE 
IRON CASTINGS 


Provide high tensile 
strength to give 
the 1750 a bonus of 
work capacity. 
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PRECISION SLIDE BAR fi cig hibe pias aa 
Steel key guide in Ed STRAIGHT LINEPULL Sino tockaown cakes 
broached keyway of N Horizontal construction a firm, slip-proof 
cylindrical housing arte means vise nut pulls grip through 360° 

assures 003” 4 on entire vise body. rotation 

precision fit. No Spindle pulls in : 

side play. straight line — 


threads can’t wear out. 


1700 SERIES MECHANICS’ VISES 


It's the finest vise you can buy for automotive shop duty. 
SPECIFICATIONS 


That's because it incorporates the advantages of Wilton’s 


: Shea tetas . : Catalog Jaw Max. Pipe Depth Of Shipping 
famous, industry-proved Machinists’ Vise, with moveable section No. Width Opening Capacity Throat Wt. 
lathed turned and stationary part bored for close precision 1740 4" 4") Kh" — 2%" 3%" 39 Ibs. 


5 . igi is sa 1750 5” id h"' — 3%" 3%" 53 Ibs. 
fit. The 1700 Series features the lifetime precision of : 5 : 


Wilton’s “‘straight line” pull for spindle and nut, 
keyed round slide bar and sealed lubrication. Extra deep 


throat provides more work holding capacity. Hardened 


steel pipe jaws and big anvil for added ‘‘workability”’. 
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NEW INDUSTRIAL QUAL 


Swivel Base Model 


NEW 


WILTON MACHINISTS’ 


VISES 


THE BEST INDUSTRIAL QUALITY VISE HAS BEEN MADE 
BETTER—AND HERE’S HOW. 

INCREASED JAW CLAMPING AREA—25% more clamping 
area than previous Wilton Machinist Vises and the 
largest jaw inserts of any machinists’ vise. 

LARGE THROAT DEPTHS—The real test of vise capacity 
is throat depth—and Wilton Machinists’ Vises have the 
depth to meet tough job requirements. 

STRESSED PARTS OF DUCTILE ALLOY—Areas of greatest 
stress have been “beefed up’”’ with ductile alloy for the 
strength of steel. 


Swivel Base Models 


Catalog Jaw Maximum Depth of Shipping 


Number Width Opening Throat Wt. Lbs. 
300S 3" 4-3/4" 2-5/8” 29 Ibs. 
350S 3-1/2" 5-1/4" 2-3/4" 48 lbs. 
400S 4” 6-1/2" 3-1/2" 67 Ibs. 
450S 4-1/2" = 7-1/2" 4-1/8" 79 Ibs. 
500S Be 8” 4-1/4" 98 Ibs. 


600S 6” 10” 5-1/2” 164 Ibs. 


Stationary Base Model 
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MASSIVE ANVIL—280% larger than before—and the 
largest anvil of any machinists’ vise. 

HORIZONTAL DESIGN—means that the nut bears on the 
entire vise body—providing straight line pull for the 
spindle. Threads of the spindle can’t wear out. 

Add sealed construction with life time lubrication, slip 
proof swivel locking, and precision slidebar to the Wilton 
unconditional five year guarantee, and the result is the 
finest industrial machinist vise—ever. 


Available in stationary or swivel base models. 


Stationary Base Models 


Catalog Jaw Maximum Depth of Shipping 
Number Width Opening Throat Wt. Lbs. 
300N Sti 4-3/4" 2-5/8'" 25 Ibs. 
350N 3-1/2" 5-1/4" 2-3/4" 41 Ibs. 
400N 4" 6-1/2” 3-1/2” 56 lbs. 
450N 4-1/2" 7-1/2" 4-1/8" 69 Ibs. 
500N 5” 8” 4-1/4” 86 lbs. 
600N 6" 10” 5-1/2" 153 Ibs. 


rY VISES 


NEW 
COMBINATION PIPE | 640 ECONOMY 
AND BENCH VISES SERVICE VISE 


The same design improvements that have been built They’re quality built and economically priced, yet have many 
into Wilton’s Machinists’ Vises are standard on these 

“top of the line’’ Wiltons. of the features of more costly vises. For example, the 

Case hardened pipe jaws are milled from solid tool steel— 640 has a large forming horn, big anvil, serrated and 


clamp and hold any cylindrical part with a non-slip grip. 


replaceable steel jaws, hardened steel pipe jaws, formed 
Available in 360° swivel base only. Carries unconditional 


five year Wilton guarantee. steel slide and 360° swivel base. 
Catalog Jaw Pipe Depth of Shipping Catalog Jaw Maximum Pipe Shipping 
Number Width Capacity Throat Wt. Number Width Opening Capacity Wt. Lbs. 
c-0 3-1/2" 1/8" — 2-1/2" 4-1/4" 55 Ibs. 643-1/2 3-1/2" 4” 1/8 —2" 19 Ibs. 
C-1 4-1/2" 1/8" — 3-1/2" 4-3/4" 80 Ibs. 644 4-1/4" 4-1/2" 1/8—2-1/2" 26 lbs. 
C-2 5” 1/8" — 4-1/2" 5-3/4" 113 Ibs. 645 5 5-1/2" 1/8 —2-1/2" 34 lbs. 


Combination « 
machine is quickly © 
converted froma 
horizontal cutoff 
machine to a 
vertical bandsaw. 


Bench mounted 
vertical bandsaw 


WILTON METALCUTTING 
-_BANDSAWS 
3 SPEEDS—65-120-220 FPM 


Cut any type of material in your shop or garage with these new 
metalcutting saws from Wilton. 


Combination machine is quickly converted from a horizontal 
cutoff machine to a vertical bandsaw. Wheel kit makes it 
portable. 


Vertical saw is bench mounted and comes equipped witha 
10” x 10” work table. 


Check these exclusive design features: Rotatable blade guide 
assembly for convenient vertical cuts on the combination 
machine. Precision blade guides for accurate cuts and longer 
blade life. Oil bath drive train for silent operation and long life. 
Total enclosure of all movable parts for safety. 


SPECIFICATIONS 


Shipping 
Cat. No. Description Capacity Speeds Weight 


3002 Combination 
Floor Model Cutoff Saw 4%” x 6” 
Vertical Saw 5” 
65-120-220 FPM 156 


3003 Combination 
Bench Model Cutoff Saw 4%” x 6” 
Vertical Saw 5” 
65-120-220 FPM 128 


3010 Vertical Saw 5” Throat Depth 61-120-220 FPM 145 


All models provided with 1/3 horsepower motor and rocker switch. 


SERIES 400 
DEEP THROAT 
C-CLAMPS 


WILTON ALL-STEEL 


The most respected name in C-clamps 
—for any application—is Wilton. The 
frames are drop forged steel, while the 
spindles are made of special stress 
hardened steel that won't bend or 
warp—guaranteed against breakage. 
More, they’re lubricated for life with 
Molybdenite. Perma-Pad® swivels 
are a Wilton exclusive and just can’t 
come off. Available in a wide range 
of sizes. 


SERIES 400 

Extra deep throat combined with the 
bonus strength of Wilton drop 
forged steel frames give you more 
work capacity. Precision cut, single 
lead Acme thread plus lifetime 
lubrication means smooth, easy 
operation. Wide selection of throat 
depths in 7 sizes. 


SERIES 800 

Recommended for regular duty work 
not requiring extra throat depths. 
Drop forged from specially selected 
steel, they have plenty of brawn 

for tough jobs yet they’re light enough 
for easy handling. And the Series 800 
are equipped with Wilton exclusive 
Perma-Pad® swivels and lifetime 
lubricated spindles. Range of throat 
depths in 7 sizes. 


MASSIVE HEAD 
All-steel protective belt guard 


FRONT-MOUNTED SWITCH 
Totally enclosed for 
extra safety. Easy to reach. 


BIG, HEAVY 15” TABLE 
Fully supported, 
features safety collar 
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STURDY STEEL COLUMN 
2%” diameter for : 
extra rigidity 


Floor Model No. 2780 


SERIES 800 =3 
REGULAR THROAT - 
C-CLAMPS == ROCK SOLID BASE 
a Big and heavy with extra ribs 
et for stability and strength 
— Motor and Switch included 
CcC-CLAMPS WILTON 15’ UTILITY DRILL PRESS 
& SPECIFICATIONS STANDARD EQUIPMENT 
Capacity, cast iron %” 5 speeds, 5” precision spindle 
Capacity, steel %" stroke, standard table, depth stop, 
Drills to center 15” motor mount, 2-spoke hand feed 
SPECIFICATIONS Quill diameter 1%" wheel, plain base, 4” key chuck, 
Spindle travel 5" with belt and pulleys. 
Spin- Spindle speeds 500, 925, 1750 : “usin : 
Catalog Throat dle Minimum Weight 3250, 5500 ugdarsieipcioelly =a «Fi, 
Number Capacity Depth Diam. Proof Test Each Column diameter 2%," Press has many of the 
TS ae a Column hick %" advantages of high priced 
402 0”-2 2 %s" 3300 lbs. 1 Ib. a oy ness i ar drille 0 a pdet oilen: 
403 0”-3" 2%" %" 3500 Ibs. 2 Ibs. : It’ lity buil dl 
bee a £ Base working area, t's quality built, ruggedly 
404 0"-4" 2h" = %" 4100 Ibs. 3 Ibs. floor 10”x 11" built with a massive table and 
406 0”-6" 3%” %” 5400 lbs. 4 Ibs. Base working area, base. Big, modern steel head 
408 0”-8" 4%" %” 5900 lbs. 6 Ibs. bench 9”x 10" is well supported and features 
ce 410 2”-10" 5%” %” 6200 lbs. 9 Ibs. Single Spindle Models a safety collar and all-steel 
412 2"-12" 5%” %" 9300 lbs. 13 Ibs. Spindle to table, belt guard. Involute, 12-spline 
floor 41” spindle runs on four 
Spindle to table, sealed-for-life ball bearings— 
bench 12%” combined with study steel 
Spindle to base, ae pulley stud and 
floor 47% bearing assembly. 
Spindle to base, F 
SPECIFICATIONS bench 18” This full-value drill press also 
Height, overall, gives you deluxe features 
Spin- ” 
Catalog Throat dle Minimum Weight floor 67% such as safe, totally enclosed 
Number Capacity Depth Diam. Proof Test Each Height, overall, sai safety switch... easy access 
=o PakcicaG = GG Rito EMI bench . hinged panel for belt changing 
Le 13," | 
802 yl “al ied ng 2700 Ibs. 1 Ib. Multiple Spindle Models ... five spindle speeds from 
803 cig ie al 3000 Ibs. 3 Ibs. Spindle to table 25% Cs taki 25Y," 500 to 5500 rpm. And to 
804 pales he % 3700 Ibs. 3 Ibs. Height, overall 69%" match your needs, there’s a 
806 0-6" = 2%%e" %" 4500 Ibs. 4 Ibs. Power choice of bench and floor 
808 2”-8" 3%." %” 5200 Ibs. 6 Ibs. recommended % hp models plus single and 
B10 2°-10" 3%” %" 6000 lbs. 9 Ibs. multiple spindle units. 
812 = 2"-12" 3%" %” 8000 Ibs. 13 Ibs. SINGLE SPINDLE MODELS 
Description Floor Models Bench Models 
Deluxe model, with full head guard and front 176 lbs. 150 Ibs. 
mounted switch. 4% HP 115V 1 phase ball bear- 2780 2781 


ing motor, %” key chuck. 7 


WILTON BENC:H GRINDERS 


REGULAR SERV iCE DUTY 6’ WHE'=L, 1/4 HORSE POWER, NO. 151 


; 
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MEDIUM SERVICE DUTY S’ WHEE!.,1/3 HORSE POWER, NO. 152 


SPECIFICATIC NS 


: AC 
Wheel Dim Dist. <« No 
Catalog : Motor Voltage 
i a a ee VO ead By 
151 i rd " Ye" 9%” 3450 % 115V. 
182 Service Duty 6” Ye" %" 9%" —* 3450 Vs 115V. 
= Se ics Oke 6” ve" %" 14%" 3450 % 115V. 
Tool Division 


9525 West Irving Park Road, Schiller Park, Illinois 60176 


POWER, NO. 153 


Overall 
Length Height 


11%" 79%" 


12%" 7%" 


17%" = 8Y%4" 


Chicago Phone (312) 625-7770 —_ Long Distance (312) 678-6600 
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Printed in U.S.A. 


Shp. 
Weight 
Ibs. 
21 


25 


30 


